Kube Self Bunded = g
Tanks - LTKD Range L Eufel,co

1,000 - 7,000 L

Secure & Compliant Fuel Storage

» Internationally recognised compliance
» Market leading design, based on the experience of industry leading experts
» Storing of all liquid hydrocarbons, such as; diesel, biofuel, gasoline (ULP), lubricants and waste fuels

LIFTING POINTS
Simplifying crane
handling

LOCKABLE SECURE MANWAY
CONTAINTMENT Providing access to
For securely housing tank for cleaning and

pumps and hose inspections
connections

COR‘_N.ER POSTS GALVANISED EDGE
Providing full edge Prevents nicks and
protection damages

DIKED DESIGN DECALS

Allowing the Providing clear

inner tank to be
removed from the
outer tank

critical information to
operators or users

FORK POCKETS P P P BAFFLED
Double sided to i ~ ’ = INTERNALLY
provide access L " - 7 Restricts movement of

from all sides product

Disclaimer: Information and photographs shown are for marketing purposes only. Actual product may vary to images
shown due to continual improvement processes, design changes and optional extras
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Kube Self Bunded = g
Tanks - LTKD Range L Eufelgco

1,000 - 7,000 L

Specifications
Tank Capacity Capacity | Capacity . . Weight
. Length (mm) | Width (mm) | Height (mm
(Littes) | (USG) | (IG) gth (mm) (mm) | Height (mm) | 5 1q)
LTKD1* GFL - 950 GLF - 251 GFL - 209 1,130 1,130 1,274 405
SFL - 905 SFL - 239 SFL - 199 (44.48 in) (44.48 in) (50.15 in) (893 Ibs)
LTKD2* GFL - 2,063 GFL-545  GFL-455 2,230 1,130 1,274 750
SFL - 1,960 SFL-518 SFL - 431 (87.79in) (44.48 in) (50.15 in) (1,653 Lbs)
LTkD3~  GFL-2.850 GFL-753  GFL-628 2,230 1,519 1,274 868
SFL-2,710 SFL-716 SFL - 595 (87.79in) (59.80 in) (50.15 in) (1,914 Ibs)
LTKD5 GFL-4,460  GFL-1,179  GFL-983 2,230 2,312 1,274 1,155
SFL-4,240  SFL-1,120  SFL-933 (87.79in) (91.02in) (50.15 in) (2,546 Ibs)
LTKD7 GFL-7,200 GFL-1,903 GFL- 1,587 3,945 2,210 1,194 2,280
SFL-6,840  SFL-1,807 SFL-1,505 (155.31 in) (87.7 in) (47 in) (5,027 Ibs)

Compliant to UL142, ULC S601, AS1940, AS1692, BS799-5
** UN31A

Disclaimer: Information and photographs shown are for marketing purposes only. Actual product may vary to images
shown due to continual improvement processes, design changes and optional extras

AUSTRALIA AFRICA MENA EUROPEIUK %%

+61 3 9775 1366 +27 16 421 8043 + 971 4 232 6985 + 971 4 232 6985

sales@fuelco.com.au sales@fuelco-sa.com sales@fuelco.ae sales@fuelco.uk
FUELCO.COM.AU FUELCO-SA.COM FUELCO.AE FUELCO.UK




